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Abstract

Wireless sensor networks (WSNs) are distributed networks comprising small sensing devices
equipped with a processor, memory, power source, and often with the capability for short-
range wireless communication. These networks are used in various applications, and have
created interest in WSN research and commercial uses, including industrial, scientific,
household, military, medical and environmental domains. These initiatives have also been
stimulated by the finalisation of the IEEE 802.15.4 standard, which defines the medium
access control (MAC) and physical layer (PHY) for low-rate wireless personal area networks

(LR-WPAN).

Future applications may require large WSNs consisting of huge numbers of inexpensive
wireless sensor nodes with limited resources (energy, bandwidth), operating in harsh en-
vironmental conditions. WSNs must perform reliably despite novel resource constraints
including limited bandwidth, channel errors, and nodes that have limited operating en-
ergy. Improving resource utilisation and quality-of-service (QoS), in terms of reliable con-
nectivity and energy efficiency, are major challenges in WSNs. Hence, the development of
new WSN applications with severe resource constraints will require innovative solutions
to overcome the above issues as well as improving the robustness of network components,

and developing sustainable and cost effective implementation models.

The main purpose of this research is to investigate methods for improving the performance
of WSNs to maintain reliable network connectivity, scalability and energy efficiency. The
study focuses on the IEEE 802.15.4 MAC/PHY layers and the carrier sense multiple access
with collision avoidance (CSMA/CA) based networks. First, transmission power control
(TPC) is investigated in multi and single-hop WSNs using typical hardware platform pa-
rameters via simulation and numerical analysis. A novel approach to testing TPC at the
physical layer is developed, and results show that contrary to what has been reported from

previous studies, in multi-hop networks TPC does not save energy.
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Next, the network initialization /self-configuration phase is addressed through investigation
of the 802.15.4 MAC beacon interval setting and the number of associating nodes, in
terms of association delay with the coordinator. The results raise doubt whether that the
association energy consumption will outweigh the benefit of duty cycle power management

for larger beacon intervals as the number of associating nodes increases.

The third main contribution of this thesis is a new cross layer (PHY-MAC) design to
improve network energy efficiency, reliability and scalability by minimising packet collisions
due to hidden nodes. This is undertaken in response to findings in this thesis on the IEEE
802.15.4 MAC performance in the presence of hidden nodes. Specifically, simulation results
show that it is the random backoff exponent that is of paramount importance for resolving
collisions and not the number of times the channel is sensed before transmitting. However,
the random backoff is ineffective in the presence of hidden nodes. The proposed design uses
a new algorithm to increase the sensing coverage area, and therefore greatly reduces the
chance of packet collisions due to hidden nodes. Moreover, the design uses a new dynamic
transmission power control (TPC) to further reduce energy consumption and interference.

The above proposed changes can smoothly coexist with the legacy 802.15.4 CSMA/CA.

Finally, an improved two dimensional discrete time Markov chain model is proposed to
capture the performance of the slotted 802.15.4 CSMA/CA. This model rectifies minor
issues apparent in previous studies. The relationship derived for the successful transmission
probability, throughput and average energy consumption, will provide better performance
predictions. It will also offer greater insight into the strengths and weaknesses of the MAC

operation, and possible enhancement opportunities.

Overall, the work presented in this thesis provides several significant insights into WSN
performance improvements with both existing protocols and newly designed protocols.

Finally, some of the numerous challenges for future research are described.

v



DECLARATION

I certify that this thesis does not, to the best of my knowledge and belief:

(i) incorporate without acknowledgement any material previously submitted for a degree

or diploma in any institution of higher education;

(ii) contain any material previously published or written by another person except where

due reference is made in the text; or

(iii) contain any defamatory material.

I also grant permission for the Library at Edith Cowan University to make duplicate

copies of my thesis as required.



vi



Dedication

All praises and complete gratitude are due to Allah for the blessings, guidance, wisdom

and knowledge.

My late father, Professor Ramadhan Meghji

My mother, Hon Zakia Hamdani Meghji

To My partner, Raylene, my daughter, Ermina and my son Rayhaan.

Vil



viil



Acknowledgement

Many people have played a role during the course of this research.

I would like to acknowledge and thank my supervisor, Professor Daryoush Habibi, who
has been with me from the beginning of this project. Professor Habibi has provided
me with tremendous guidance, support, encouragement and insight. He maintained his
faith in my ability and persevered with me throughout my research journey. I greatly
appreciate everything, and will fondly remember our many chats together. Your undying
dedication and support to your students, and the pursuit of quality research in the field
of communication engineering is to be strongly admired. To Dr Greg Maguire, for reading
numerous drafts of my work. The suggestions, remarks and corrections you gave me are
greatly appreciated. To Dr Hashim Twaakyondo, thank you for the encouragement to

pursue further education.

There are a number of family and friends I need to thank. I would like to thank my
partner, Raylene You have been and will remain my primary source of inspiration in
my professional and personal life. This thesis would not have been possible without the
continued love and support from Raylene. To my children, Ermina and Rayhaan, who have
been so very patient as I travelled the ups and downs of my project. We shared many fun
moments, joking about the 'never ending PhD’. Guys, it is finally done! To my mother,
Hon Zakia Hamdani Meghji. Mum, I thank you so deeply for your unconditional love,
support, patience and wisdom. I could not have been here or achieved this without you
behind me and holding me up with your tremendous strength and courage as a mother.
You provide me with inspiration every day and 'Mr Kesho’ has finally completed! To my
late father, Professor Ramadhan. I have held him close as I worked on this project over the
years. I only wish that he could have been here to see this final project. To Ronelle and

Abdul, for all the support, particularly with caring for my children, and always being there

1X



to help when I needed you guys. To my brothers and sisters for their love and support. A
special thanks to Nyangu and Aysha for keeping my ’foundation’ in my mother country,
and Jamilla, for her regular telephone calls, keeping me up to date with her interesting life

events and the joy and laughter she always brings.



Publications by the Author Related to this Thesis

The following is the list of publications during the course of my candidature:

Conferences:

M. Meghji and D. Habibi, "Transmission power control in multihop wireless sensor

n

networks," in Proceedings of the third International Conference on Ubiquitous and

Future Networks (ICUFN). IEEE, Dalian, China, 2011, pp. 25-30.

M. Meghji, D. Habibi, C. Sacchi, B. Bellalta, A. Vinel, C. Schlegel, F. Granelli, and
Y. Zhang, "Transmission Power Control in Single-Hop and Multi-hop Wireless Sensor

"

Networks Multiple Access Communications," vol. 6886, Lecture Notes in Computer

Science: Springer Berlin / Heidelberg, 2011, pp. 130-143.

M. Meghji, D. Habibi and I. Ahmad, "Performance evaluation of 802.15.4 Medium
Access Control during network association and synchronization for sensor networks,"
in Proceedings of the 4th International Conference on Ubiquitous and Future Net-

works (ICUFN). IEEE, Phuket, Thailand, 2012, pp. 27-33.

M. Meghji, D. Habibi and I. Ahmad, “Practical Issues in Building an Embedded
Sensor Network Application Using 802.15.4: Linking Hardware & MAC Protocol” in
Proceedings of Australasian Telecommunication Networks and Applications Confer-

ence (ATNAC). IEEE, Brisbane, Australia, 2012

Journal paper to be published in Telecommunication Systems Journal:

M. Meghji and D. Habibi, “Investigating transmission power control for wireless

sensor networks based on 802.15.4 specifications,” Telecommunication Systems,

Journal and conference paper in progress:

x1



e M. Meghji and D. Habibi “A Proposed Improvement and Performance Study of
Slotted IEEE 802.15.4 MAC Clear Channel Assessment for Sensor Networks: Hid-
den & Non-hidden Nodes” to be submitted to the IEEE Transactions on Wireless

Communications

e M. Meghji and D. Habibi “A New Simplified Analysis of Slotted CSMA /CA Using
Markov Chain” to be submitted to the IEEE Conference Proceedings.

xii



Contents

title

Use of Thesis

Abstact

Declaration

Dedication

Acknowledgement

1 Introduction

1.1 System Architecture . . . . . . .. ...

1.2 WPAN Architecture and Topol

1.2.1 Infrastructure network

1.2.2 Infrastructure-less network

1.2.2.1  Wireless mesh topology

ogy . .

1.2.3 System architecture design challenges . . . . . ... ... ... ...

1.3  Communication Protocol Stack

1.4  Wireless Sensor Network Applications

xiii

iii

vii

ix



Xiv

1.5 Application Requirements and Design Goals . . . . ... ... ... . ... 10

1.5.1 System lifetime . . . . . . ... Lo 11
1.5.2  Self-organisation and self-configuration . . . . . ... ... ... .. 12
1.5.3 Reliability . . . . . . ... 12
1.5.4 Scalability . . . . . .. .. 12
1.5.5 Latency . . . . . . . . . e 13
1.5.6 Packet Error Rate (PER) . . . ... ... ... ... ... ...... 13
1.5.7 Throughput . . . . . .. . ... 13
1.5.8 Productivity . . .. . ..o 13
1.6 Research Motivation and Challenges . . . . . . . ... ... ... ... .. 14
1.6.1 Application requirements and resources constraints . . . . . ... .. 16
1.6.2 Integrating WSN with internet and Alternative Technologies . . . . . 16
1.7 Research Questions and Contributions . . . . . . .. ... ... ... .... 17
1.8 Thesis Structure . . . . .. ... oL 20
Literature Review 21
2.1 Imtroduction . . . . . . . . ..o 21
2.2 An Overview of Wireless Sensor Networks . . . . . . .. .. ... ... ... 22
2.3 Sensor Node Hardware Platform . . . . . ... ... ... ... . ...... 23
2.3.1 Processing module (Micro-controllers & processors) . . . . . . . . .. 24
2.3.2 Transceivers . . . . . . ..o e 27
2.3.3 Imtegrated Chips . . . . . . . . . . . ... ... 28
2.3.4 Powersource . . . . . ... e 28



24

2.5

2.6

2.7

2.8

2.9

2.10

2.11

2.12

2.13

2.14

Current State of Wireless Networks Deployment . . . . . . . ... . ... .. 30

Transmission Power Control Aspect . . . . . . . . .. . ... ... ... ... 32
2.5.1 Connectivity and Topology Maintenance . . . . . . . . . .. ... .. 33
2.5.2 Spatial Reuse and Detection Advantages . . . . . .. ... ... ... 33
2.5.3 Multi-hop and Energy Consumption . . . . . ... ... ... .... 34
A Review on Wireless Medium Access Control Protocols . . . . . . . . . .. 34
2.6.1 Contention based MAC Design for Wireless Networks . . . . . . .. 36
MAC Power Consumption Sources . . . . .. ... .. ... ... ...... 37
MAC Protocols - Related Work . . . . . . . . ... . L. 38
IEEE 802.15.4 Overview . . . . . . . . ot e 39
IEEE 802.15.4 Physical Specification . . . . . . ... . ... ... ... .. 40
2.10.1 Channel Frequency Selection . . . . . . ... ... ... ... 41
2.10.2 Receiver sensitivity and capture threshold . . . . . . . ... ... .. 42
2.10.3 Receiver Energy Detection (ED)/Digital RSST. . . . . ... ... .. 43
2.10.4 Link Quality Indicator (LQI) . . . .. .. ... ... . ... ..... 44
2.10.5 Carrier Sensing (CS) and Clear Channel Assessment (CCA) . ... 44
2.10.6 PHY Frame Format . . ... ... ... ... .. ... .. ...... 46
2.10.7 Physical Service Specifications . . . . . ... .o oL 47
Supported Network Devices . . . . . . . . . .. ... ... ... ....... 49
Network Topology . . . . . . . . . . 49
IEEE 802.15.4 MAC Sublayer . . . . . . . ... ... ... ... ... 50
2.13.1 The CSMA-CA procedure . . . . . .. ... ... ... .. ..... 53
2.13.2 The Self-Organisation and Self-Configuration Aspect . . . . . . . .. o4
Conclusions . . . . . . . . L 95

XV



3 Problem Formulation and Background 57

XVl

3.1

3.2

3.3

3.4

3.5

3.6

3.7

3.8

3.9

Introduction . . . . ... a7
Background to the Research . . . . . . . .. . ... ... ... ... 57
Research Main Objective and Questions . . . . . . ... .. ... ... ... o8

3.3.1 The impact of multi-hop and transmission power control in 802.15.4 59

3.3.2 The impact of beacon interval in association and synchronization . . 60
3.3.3 Clear channel assessment and enhanced MAC . . . . . .. ... ... 60
3.3.4 Analysis of CSMA/CA using Markov chain . . . ... ... .. ... 61
Significance of the Study . . . . . . . .. ... o Lo 62
Research Methods and Tools . . . . .. .. ... ... ... ... .. .. 64
3.5.1 Network Simulator 2 (NS2) . . .. ... ... ... .. ........ 64
3.5.2 Research Framework/Simulation Environment . . . . . . .. ... .. 65
3.5.3 Markov Chain Analysis . . . . . . . ... .. ... .. .. ... 66
Performance Metrics and Analysis . . . . . ... ... ... 67
3.6.1 Throughput . . . . .. . ... 67
3.6.2 Packet delivery ratio or Bit Error Rate . . . . . . .. ... ... ... 68
3.6.3 End-to-enddelay . .. .. ... ... Lo 68
3.6.4 Energy Efficiency . . . . .. . ... o 68
General Research Assumptions . . . . . . . . .. ... .. 69
Research Limitations and Implications for Further Research . . . . . . . .. 70
3.8.1 Challenges of implementing MAC in embedded systems . . . . . .. 70

3.8.1.1 Designing, debugging and Programming tools . . . . . . . . 71
Conclusion . . . . . . . . . . 72



4 Transmission Power Control for Sensor Networks 73

4.1 Introduction . . . . . . . ... 74
4.2 Transmission Power Control Optimization and Related Models . . . . . . . 75
4.2.1 Channel propagation model . . . . . ... ..., 76
4.2.2  Physical layer energy model . . . . . ... o000 78

4.3 Performance Evaluation . . . ... ... ... ... . 81
4.3.1 Simulation environment . . . . .. ... .. 0L 82
4.3.2 Experiment 1: multi-hop . . . . . ... .. ... 82
4.3.3 Experiment 2: single-hop . . . . . . . ... 84
434 Results . . .. .. 84

4.4 Discussion . . . . . . ... e e 90
4.5 Conclusion . . . . . . . oL 92
5 Association and Synchronization Efficiency 93
5.1 Imtroduction . . . . . . . . ... 94
5.2 The IEEE 802.15.4 Standard . . . . . . . .. .. ... ... ... 95
5.2.1 Channel access methods . . . . .. .. .. oo oL 96
5.2.2  Superframe structure . . . . ... ... Lo 97

5.3 Initialization of a PAN Coordinator, Node Association and Synchronization 99
53.1 PAN Creation . . . . . . . . . .. e 101
5.3.2 PAN Association and Synchronization . . . . ... ... .. ... .. 101

5.4 Performance Evaluation . . . . . . . ... ... 0 L. 103
5.4.1 Simulation model . . . . . ..o oo 103



5.4.2 Results . . . . e 103

5.5 Discussion . . . . . .. 107
5.6 Conclusions . . . . . . . .. 108
6 Clear Channel Assessment and Enhanced MAC for Hidden Nodes 109
6.1 Introduction . . . . . . . . . ... 109
6.2 IEEE 802.15.4 MAC Layer . . . . . . . . . . . .. 112
6.2.1 The CSMA/CA algorithm . . . ... ... ... ... ... ... ... 112
6.3 Hidden Terminals Problem . . . . . . . . . ... ... . ... ... ... .. 116
6.3.1 Proposed MAC design . . . . ... ... ... .. ... .. 118
6.3.2 Proposed transmission power control algorithm . . . . . ... .. .. 119

6.4 Performance Evaluation of Slotted CSMA/CA under Different Number of
CCA Settings . . . . . . . . o e 122
6.4.1 Simulation model . . . . . ... Lo oL 123
6.4.2 Performance metrics at MAC level . . . . . ... .. ... ... ... 123
6.5 Results. . . . . . . . e 125
6.6 Discussion . . . . . . . L 134
6.7 Conclusion . . . . . . . .. 134
7 Analysis of Slotted CSMA /CA Using Markov Chain 137
7.1 Introduction . . . . . . . . . L 137
7.2  Performance Modeling and System Description . . . .. .. ... ... ... 140
7.2.1 Model assumptions and mathematical modeling . . . . ... .. .. 140
7.2.1.1 State Transition Probabilities . . . . . . .. .. .. ... .. 143

XViil



7.3

7.4

7.5

7.6

7.7

7.2.2  Probability of transmitting . . . . . ... ... 0oL

7.2.3 Probability of successful transmission . . . . . . . .. .. ... .. ..

7.2.4 Probability of collision . . . . . .. .. .. ... 0.

Transmission and Collision Timings . . . . . . . ... ... ... ... ...

Throughput Analysis . . . . . . .. . .. ..

Average Energy Consumption Analysis . . . . . . .. .. .. .. ... ....

Discussion . . . . . . .,

Conclusion . . . . . . . . e

8 Conclusions and Future Work
8.1 Concluding Remarks . . . . . . .. ... ..
8.2 Main Research Contributions . . . . . . . . . . . . .. ... ...
8.3 Future Work . . . . . . .
References

Appendix A NS 2 Supplementary Material

A.1 Installation and Settings . . . . . . . . . .. ... L

A.2 Simulator Internal Architecture . . . . . . . . . . ... ... ...

A.3 The Concept of Discrete Event Driven . . . . . .. . .. ... ... .....

A4 ns-2 Simulation . . . .

A4l Packet . . . . .

A.4.2 Scenario and mobility models . . . . .. ... L 0oL

A4.3 NS 2 mobilenodemodel . . . ... ...

153

153

155

157

161

173

173

173

174

176

177

178

179

Xix



XX

A5

A6

AT

Extending New Implementation/Coding . . . . . . . .. ... .. ... ... 180

A.5.1 Linking C++ implementation and OTcl objects . . . . . . . . . . .. 181
A.5.2 Debugging and variable tracing . . . . . . . ... ... 182
Extracting Information from the Trace Files . . . . . . . ... ... ... .. 182
Simulation Visualization . . . . . . . . .. .. ... 183



List of Tables

2.1

2.2

2.3

2.4

4.1

4.2

5.1

5.2

6.1

7.1

7.2

Processor features and comparison . . . . .. ... Lo oL 26
Transceivers features and comparison . . . . . . . . . .. .. ... .. 29
A comparison between 802.15.4 and other standards . . . . ... ... ... 31
IEEE 802.15.4 physical parameters . . . . . . . . . ... ... ... ..... 42
SIMULATION PARAMETER SETTINGS . . . . . . . o v v vttt 83
TELOSB TRANSMISSION POWER AND CURRENT . . . . . . . .. . ... ... 83
Superframe duration . . . . . ... ..o 99
SIMULATION PARAMETER SETTINGS . . . . . . . . o ottt i 104
CCA SIMULATION PARAMETER SETTINGS . . . . v« o v v o e oo o 124
Different symbols and parameter used for the model . . . . . . .. ... .. 144
Binary exponent values. . . . . . . .. . L Lo 149

xx1



xxil



List of Figures

1.1

1.2

1.3

14

2.1

2.2

2.3

24

2.5

2.6

2.7

2.8

3.1

4.1

4.2

4.3

Sensor node hardware architecture . . . . . .. .. .. ... ... 2
Typical WSN System Architecture . . . . . . . . ... ... ... ... .. 3
Basic network topologies . . . . . . . ... Lo L 5]
ISO reference model as adapted by 802.15.4 and ZigBee . . . . . ... ... 8
Sensor node hardware . . . . . . . ... L L oo 24
Zigbee connected devices prediction [42] . . . .. ..o oL 32
Medium access control categories . . . . . . . . ... 36
IEEE 802.15.4 frequency spectrum . . . . . . . . . . ... 41
IEEE 802.15.4 frame format . . . . . . ... ... oL oL 47
PHY layer and MAC sublayer reference model . . . . . . . . .. .. ... .. 48
IEEE 802.15.4 supported topologies . . . . . . . . . . ... ... ... .. 50
Superframe format . . . . ... ..o Lo ol
Research framework . . . . . . . ... Lo 66
Chain ad-hoc scenario . . . . . . . . . .. 84

Multi-hop average energy consumption (packet size 28 bytes, data rate 12kbps) 85

Comparison of percentage of energy storage used for different number of hops 85

XXI1i1



4.4

4.5

4.6

4.7

4.8

4.9

5.1

0.2

9.3

5.4

9.9

5.6

0.7

5.8

2.9

6.1

6.2

6.3

6.4

6.5

XX1v

Average energy consumption per node per packet (single-hop, data rate

64kbps, packet size 100 bytes) . . . . . . . ... 86
Radiation component energy consumption . . . . . . .. .. ... 87
FElectronic component energy consumption . . . . . . . . ... ... .. 88
Radiation energy percentage . . . . . . . .. ... 88
Delay comparison . . . . . . . .. Lo 89
Number of collisions at the MAC/PHY layer versus number of hops. . . . . 90

MAC operating channel assess modes and the Unslotted CSMA /CA algorithm 97

Superframe format . . . . . . ... L L 99
PAN creation, association and synchronization steps . . . . . .. ... ... 100
Beacon frame format . . . . . . . . ... 103
Devices’ PAN association and synchronization durations for beacon orders up to 8

and 15 . . .. L 104
Devices’ PAN association and synchronization durations for beacon orders 9-14 . 105
Energy consumption for non beacon enabled mode . . . .. . ... ... .. 105
Association and synchronization energy consumption . . . . . .. ... .. ... 106
Association and synchronization energy consumption . . . . . . . . . ... . .. 106
Slotted (a) and non-slotted (b) CSMA/CA algorithm . . . .. ... ... .. 113
IEEE 802.11 and IEEE 802.15.4 channel access . . . .. ... ... .. ... 116
Hidden terminal problem . . . . . . . . . .. . ... 117
802.11 four-way handshake mechanism . . . . . ... .. ... ... ..... 118
Proposed adaptive transmit power . . . . . . .. ... 122



6.6

6.7

6.8

6.9

6.10

6.11

6.12

6.13

6.14

6.15

6.16

6.17

6.18

7.1

7.2

7.3

7.4

Al

A2

A3

A4

Ab

Average energy consumption for non-hidden nodes scenario . . . .. .. .. 125

Average consumption for hidden nodes scenario . . . . . .. .. .. ... .. 126
Comparison of hidden and non-hidden nodes energy consumption . . . . . . 126
Throughput, 0.3 traffic . . . . . . . . ... ... 127
Average throughput for non-hidden nodes . . . . . . .. .. ... ... ... 128
Average throughput hidden nodes . . . . . . .. ... ... .. ... ... 129
Comparison of hidden and non-hidden nodes average throughput . . . . . . 129

Percentage of packet collision at MAC/PHY layer for non-hidden nodes

SCENATIo . . . . . .o 130
Percentage of packet collision at MAC/PHY layer for hidden nodes scenario 131

Comparison of hidden and non-hidden nodes percentage of packet collision

at MAC/PHY layers . . . . . . .. ... ... ... .. 131
Average packet delay for non-hidden nodes . . . . . . . ... ... ... . 132
Average packet delay for hidden nodes . . . . . . . .. ... .. ... ... . 133
Average packet delay for hidden and non-hidden nodes . . . . . . . ... .. 133
Markov chain states for single CCA . . . . . . .. ... .. ... ... ... 142
Markov chain states for double CCA . . . . . . . ... ... ... ... ... 142
Channel sensing probability and collision probability . . . . .. .. ... .. 147
Packets Interframe Spaces . . . . . . . . . .. ... .. 149
NS-2 directory structure . . . . . . . . . 174
Discrete Event Scheduler implementationin NS 2 . . .. .. ... ... ... 176
Schematic node extended to implement mobile node . . . . . ... ... .. 180
Trace file output format (new trace format) . . . ... ... ... ... ... 183
NAM . e 184

XXV



XXV1



List of Algorithms

6.1 Setting CCA and packet transmission power to reduce hidden terminals and
SAVE EIETEY .+« v v e e e e e e e e e e e

6.2 Adaptive optimal transmit power . . . . . . ... ...

XXVil



XXVIil



Chapter 1

Introduction

In the twentieth century and more recently, advances in electronics and telecommunica-
tion technologies such as wireless internet communication, Global Position Systems (GPS)
and mobile communication played a significant role in human interaction. While wireless
communication applications are widely used today, our work is motivated by an emerging

field within wireless network technology known as the wireless sensor network (WSN).

Traditionally, sensor networks have been connected via wired networks that are consid-
erably reliable. However, the establishment and maintenance costs for these networks
comprise 337 70% of the entire system cost [1, 2, 3, 4]. For example, a wire fault in a wired
sensor network may shut the whole network down and it may take time to identify and
replace the faulty line. Furthermore, the nature of the application or sensing environment
may make wired deployment and maintenance very difficult, if not impossible. In such
cases wireless data transmission solves these practical problems, for example, monitoring

a harsh environment, wildlife scene, or poisonous gases.

Wireless sensor networks (WSNs) are distributed networks of sensing devices used to coop-
eratively monitor physical conditions such as temperature, humidity, vibration, pollutants,
and motion. A typical WSN device is composed of a sensing module, a radio communi-
cation module or transceiver, a data processing module, an analogy to digital converter
(ADC) module and a power supply module (Figure 1.1). The sensing module would most
likely have multiple sensors. The data processing module is a controller or microcontroller
to process all relevant data and codes. Usually the memory is a component of the data
processing module for storing programs and data. When an analogy sensor is used, the

ADC module is used to convert sensor’s analogy signal to a digital form for processing.



Figure 1.1: Sensor node hardware architecture

The power supply module may be a battery or power generator; however, often it will be

quite limited.

WSNs have gained tremendous attention in research communities and commercial appli-
cations, partly due to ad-hoc wireless networks’ ability to establish connectivity without
the need for pre-existing infrastructure, and the fact that these networks are envisioned
to support a wide range of embedded applications. The ability of networks to be estab-
lished without pre-existing infrastructure provides a significant benefit in rapid sensor node

deployment, and reduces the cost of establishing and maintaining networks.

1.1 System Architecture

WSN architecture consists of four main entities: sensor nodes, sink or sinks, monitored
events, and users. The sensor nodes are capable of observing, measuring, and reacting to
events and/or phenomena in a specified environment. The sink (base station or gateway)
is the network node linking users to the monitored or sensed events, including via other
other networks such as internet, satellite, and LAN. The monitored event or phenomenon
that users collect or measure and analyse is detected by sensor nodes [5, 6]. Users, sink and
sensor nodes may be stationary or mobile depending on the nature of the application and
the network architecture. Figure 1.2 shows a typical WSN architecture. For example, in a
simple sample and send application, sampled measurements are relayed to the base station
or data sink; however, it is also possible for the in-networking processing operations such
as aggregation, event detection, or actuation to be performed by individual sensor nodes

in a network.
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Figure 1.2: Typical WSN System Architecture

1.2 WPAN Architecture and Topology

The IEEE 802.15.4 standard describes the Physical layer (PHY) and medium access con-
trol (MAC) sublayer specifications for wireless communication particularly for low-rate,
low-power consumption, wireless, personal area networks (LR-WPANs) |7]. The standard
was designed with low complexity and cost wireless connectivity, making it a greatly val-
ued technology for wireless sensor networks (WSNs). A personal area network (PAN)
involves one coordinator which manages the whole network, but may involve one or more

coordinators for a network’s subset nodes.

In the TEEE 802.15.4 specifications, network devices can be classified as full-function
(FFDs) or reduced function devices (RFDs), with the former having more processing abil-
ity and a full protocol stack with a complete set of MAC services. All PAN coordinators
are FFDs that have the ability to communicate with other FFDs and RFDs. In contrast,
a RFD is an end device operating with minimum implementation of the IEEE 802.15.4
protocol, i.e. contains only a subset of the protocol stack. A RFD cannot associate with

more than one FFD concurrently.

Based on the IEEE 802.15.4 MAC sublayer protocol operational mode, wireless personal
networks (WPANS) or wireless architecture in general can be classified into two distinct
topologies, an infrastructure network topology, also known as a cellular network, and an

ad-hoc network topology, also known as an infrastructure-less network. The former is a



centralised network, which requires a coordinator to manage and police wireless nodes,
while the latter is a decentralised network with no central management node. In the

following subsection, the two wireless topologies are briefly outlined.

1.2.1 Infrastructure network

An infrastructure or cellular network topology consists of an area, surrounding a base
station or access point (AP). The network is characterised by a star topology where wireless
nodes do not exchange packets directly with each other, but through an access point or
coordinator (Figure 1.3). The access point node will then forward the nodes’ messages to
the intended destination. In this case, a node (mobile or stationary) can only communicate
in one hop with a base station or coordinator that is within its communication range. For
a mobile node, communication is maintained with the base station while its moving, and
if it goes out of base station range, it will try to connect with a new base station that is
within its communication range and communicate through it. The process of moving from

one base station to the other base station is referred to as handoff.

1.2.2 Infrastructure-less network

Infrastructure-less or ad-hoc networks are fully distributed wireless networks that do not
use radios or communication in infrastructure mode. Instead, radios are used in a peer-to-
peer mode, whereby a mobile node can directly send and receive packets from any other
mobile node that is within its range. The peer-to-peer mode, forms a multi-hop wireless
network in which a set of mobile nodes cooperatively maintains network connectivity. Each
network node behaves as a router by taking part in discovery and maintenance of routes
to other nodes in the network as shown in Figure 1.3. The 802.11 standard refers to nodes

operating in this mode as an Independent Basic Service Set (IBSS)|8].

Since nodes are free to move arbitrarily, ad-hoc networks are characterised by a mesh
multi-hop topology with typically no infrastructure support, unpredictability, randomness,

and may consist of both bidirectional and unidirectional links.

Ad-hoc networks offer a very flexible and suitable environment for applications such as

emergency search-and-rescue operations and data acquisition in inhospitable terrain, since

4



Star Topology Ovie: to Peer Topology

Q<—>
Q Q Device(FFD or RFD)

‘ PAN Coordinator (FFD)

Figure 1.3: Basic network topologies

they allow the establishment of temporary communication without any pre-installed in-
frastructure. Although ad-hoc wireless networks offer significant benefits in terms of rapid
deployment and low cost, the traditional flat multi-hop routing approach suffers from net-

work scaling.

1.2.2.1 Wireless mesh topology

Wireless ad-hoc network (peer-to-peer) architecture is sometimes referred to as wireless
mesh technology since a mesh network is a distributed network that generally allow trans-
mission only to a node’s nearest neighbour. Nodes in this kind of network are generally
identical in terms of transmission capabilities and processing ability. Mesh networks are
probably a suitable model for large-scale wireless sensor networks that are distributed over
a given area. Since there are generally multiple paths between nodes, mesh networks tend
to be robust to failure of individual nodes or links. Another advantage of mesh networks
is that of a hybrid star and mesh topologies, where certain nodes can be designated as
coordinators or "group leaders" that can take additional functions such as the ability to
process and forward messages, and if a group leader is disabled, another node can take

over the leader’s duties.

1.2.3 System architecture design challenges

WSNs have various unique requirements and constraints to make them practical and opera-

tional. Apart from the resources constraints, WSN may be subjected to harsh environment



conditions and dynamic network topology (wireless connectivity variation) that may even

cause part of WSN to disconnect due to link failures.

The choice of communication architecture will strongly influence WSN performance and
the efficacy of routing and MAC protocols. For example, the network topology will influ-
ence network performance parameters such as latency, energy consumption, capacity and
robustness. In addition, the complexity of MAC and data routing processes depends on
the network topology. Depending on the application under consideration (different design
goals and constraints), the choice of network architecture can improve or degrade network
performance [5, 9, 10]. No standard and design rules have been followed in designing sen-
sor network architecture because of the broad range of applications, which have their own
purpose and requirements in terms of sensor hardware and network capability [11, 3, 12].
For example, apart from very few setups that utilise mobile sensors, most sensor network
architectures assume that sensor nodes are stationary. The dynamic nature of WSN will

impact the choice of routing, MAC level protocols and physical hardware.

Mobility in WSN will cause further topology variation compared to static configurations.
This will impose further complexity in protocol designs and may lead into further network
performance degradation. However, supporting mobility of sink nodes or cluster-heads
(gateways) is sometimes deemed necessary [13, 14, 15]. For example, [13|, a case where
a mobile WSN was more energy efficient than a static WSN, showed that in a static
WSN, nodes closer to the gateway sink always lose their energy first, thus causing the
overall network to expire. However, when the sink moves continuously, sensor node energy
dissipation is more efficient. The sink movement can also decrease the number of hops
and therefore reduce the probability of error. While supporting mobility in some of WSN
applications can be advantageous, when connecting heterogeneous sensor network with
internet protocol (IP) based wire or wireless links, the traditional architecture (static) is

still more practical.

1.3 Communication Protocol Stack

Network devices, both wired and wireless, are commonly described by using the Open Sys-
tems Interconnection (OSI) seven-layer reference model [16]. This is the abstraction model
that was developed by the International Standards Organization (ISO), starting in the

1980s, to describe communication related protocols and services (Figure 1.4). The model



is generic and applies to all network types and all media types. However, not all networks,
use the full model; in fact most do not, but the model is a useful reference for describing
communication networks. Starting with Layer 1 closest to the media, the Physical Layer
(PHY) describes the physical properties of the communications network which can include
the electrical properties, signalling properties on the media (wireless or wired), connectors,
data encoding, i.e., anything to do with the actual raw data transmission. Layer 2 or
the Data Link Level, is divided into the Medium Access Control (MAC) sublayer and the
Logical Link Control (LLC) sublayer. The MAC sublayer is closest to PHY, is serviced by
the PHY and typically provides service to the LLC. In general, the MAC determines who
is allowed access to the physical medium at a time. The IEEE 802.15.4 MAC protocol
controls radio channel access using the Carrier Sense Multiple Access with Collision Avoid-
ance (CSMA/CA) mechanism [7]. The 802.15.4 MAC is also responsible for flow control
via an acknowledgment of frame delivery; frame validation (as well as maintaining network
synchronization); network association and dissociation; administration of device security,
and the scheduling of the guaranteed time slot mechanism. Generically, the LLC sublayer
sits above the MAC and provides multiplexing of protocols transmitted over the MAC,
optional flow control, and any requested detection and retransmission of dropped packets.

The five additional layers (from bottom to top) are:

e Network (Layer 3) - Path determination and IP (logical addressing).

e Transport (Layer 4) - End-to-end connections and reliability.

e Session (Layer 5) - Interhost communication.

e Presentation (Layer 6) - Data representation and encryption.

e Application (Layer 7) - User application running on top of the network

Relationship between the IEEE 802.15.4 standard and the OSI model is illustrated in Fig
1.4. The standard is limited to the PHY and MAC Layers targeting the following goals:

250 kbps over-the-air data rate

Star or peer-to-peer operation

Guaranteed time slots (GTSs) using communication scheduling

Carrier Sense Multiple Access, Collision Avoidance (CSMA/CA) channel access
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e Low power
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Simple and flexible protocol

ZigBee network stack is built upon the IEEE 802.15.4 Standard and adds a communication
layer at layer 3 (network layer) and upper layers services through an application interface
(API). The standard provides all the advantages of a fully standardised communications
stack including full compatibility across applications and vendors [13]. In WSN; it is essen-
tial for all protocols in a communication stack to be optimised with respect to resources.
This thesis focuses on the two IEEE 802.15.4 standard layers for WSNs: PHY layer and
MAC.

1.4 Wireless Sensor Network Applications

The concept of WSNs is based on a simple “equation™

8



Sensing + CPU + Radio + Efficient protocols = Many potential applications.

Developing an efficient, effective WSN application, requires an understanding of both the
capabilities and limitations of the available hardware components and knowledge of modern

networking and distributed technologies.

WSN applications can be categorised based on the application area such as health, home,
environment and military applications; or by the way in which information is collected by
sensor nodes in a network, such as periodically sending information to the data sink, event

triggered and polling applications.

Currently, wireless sensor networking can offer a wide range of potential monitoring and

control applications including [17, 18, 19];

pollutant monitoring

e habitat monitoring

e environmental monitoring,

e areas such as security surveillance,

e rescue missions in inhospitable terrain,
o traffic surveillance,

e health care (patient care),

e robotic exploration,

¢ industrial and manufacturing automation,
e building and structure monitoring,

e inventory tracking,

e home appliances, and

e farming.

In industries, sensor networks may include sensing and detecting or diagnosing different

parameters of interest, and industrial or appliance automation. Moreover, sensor networks









protocols incorporating carrier sensing (e.g. CSMA/CA) to be effective, detection time
and propagation delays in the system must be small; given that the user waits to transmit
a random time period after sensing the channel is free. The CSMA only works when all
users can detect each others transmissions (within range), and delays are small. However,
the nature of the wireless channel may prevent a given node from detecting the signal
transmitted by all other nodes, especially for nodes with low transmission/sensing range.

This gives rise to the hidden terminal scenario, as illustrated in Figure6.3

Consider three stations A, B, and C; with transmission radii as indicated by the solid
circles. Station B can communicate with both A and C since they are in range of B, but
A is not in the range of C, and vice versa. If C starts to transmit packets to B, A cannot
detect the transmission using the carrier sense mechanism, and considers the medium to be
free. Hence A also starts packet transmission and therefore a collision will occur at B. To
avoid packet collisions due to possible hidden terminals, techniques such as the one used in
the 802.11 standard networks, by using the four handshake request to send-clear to send
(RTS-CTS) exchange and furthermore use ACK for reliability, can be useful as illustrated
in Figure 6.4. All nodes that hear a RTS or CTS will not transmit for the duration of the
transfer. For example, in Figure 6.3, station A will hear the CTS sent by station B to C,

and therefore backoff to avoid collision.

Figure 6.3: Hidden terminal problem

There exists a second scenario, where carrier sensing leads to false predictions about the
channel state at the receiver, known as the exposed terminal problem/scenario; also de-
picted in Figure 6.3. The four stations A, B, C, and D are placed in such a way that
only the pairs A/B, B/C, and C/D can hear each other, while all remaining combinations

cannot. Consider the situation where station B transmits to A, and a short period later
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C starts to transmit to D. Station C performs carrier sensing and senses the medium is
busy due to B’s transmission to A. As a result C postpones its transmission. However, C
could have safely transmitted its packet to D, without disturbing B’s transmission to A.

This scenario leads to inefliciencies in channel utilization.

The packet collisions introduced by hidden terminals are often avoided in CSMA wireless
networks by using the four-way handshake during transmission. This technique avoids
large sized packet collision by sending small control packet (RTS/CTS), which are less
likely to collide and even if a collision occurs it won’t impact the system as much as the
large sized packet collision would. Although the RTS/CTS procedure efficiently reduces
collisions in traditional wireless networks, it has some drawbacks in wireless sensor net-
works. The data packet sizes in sensor networks are usually small, and therefore their
collision probability is in the same order as the control packets, RT'S-CTS. Moreover, the
use of four-way handshake introduces more control packets, RT'S/CTS, which increases the

energy consumption of the MAC protocol.

6.3.1 Proposed MAC design

To maintain the IEEE 802.15.4 MAC’s limited number of control packets, and to leave
the fundamental MAC paradigm unchanged, instead of introducing (RTS-CTS) like in the
802.11 standard, we have proposed the following algorithm. When a node is sensing the
channel (i.e. performing CCA), it will do so by always using the minimum configurable

CCA threshold to increase the sensing coverage area. This will reduce the number hidden
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terminals in a network. Moreover, a node will transmit packets using the minimum required
transmission power assigned by a coordinator/base station, to save energy and reduce
interference. The coordinator will use its receiver signal threshold and the node packet
received signal strength indicator (RSSI) or Link quality indicator (LQI), to assign a node
with the minimum required transmission power. The proposed design is given in Algorithm

6.1.

Algorithm 6.1 Setting CCA and packet transmission power to reduce hidden terminals
and save energy

Require: beacon mode, phyMode, opt tx power, and min _ CCA _threshold

Read: beacon mode, PhyMode

1: if beacon mode = beacon _enabled then

2: while phyCCAMode do

3: phyCCAThreshold < min_CCA_threshold
4: end while

5: while phyT' X Mode or phy AC K Mode do

6: phyTransmit Power < opt_tx power

T: end while

8: else

9: if beacon mode = beacon disabled then

10: while phyCCAM ode do

11: phyCC AT hreshold < phyCCAThreshold
12: end while

13: while phyT X M ode or phyAC K Mode do

14: phyTransmitPower < max_tx_power
15: end while

16: end if

17: end if

6.3.2 Proposed transmission power control algorithm

The following algorithm is used to determine whether the transmit power of a node needs
to be changed. Since in the 802.15.4 standard transmission can only start after an idle
CCA, which implies that no other transmissions are taking place, RSSI for neighbouring
nodes is not considered. The coordinator will listen for an incoming packet from a source

node, and record its received signal strength or LQI and packet transmit power level.

Determining the minimum transmission power that maintains connectivity is conceptually
simple, but challenging to implement. Conceptually, the receiver simply subtracts the
received signal strength indicator (RSSI) from the transmitted power of the packet to
obtain the current path loss, and then informs the sender to transmit at the “current path

loss + RXthreshold”, where RXthreshold is the minimum power at which the receiver can
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decode a packet. However, this would keep the coordinator and the source node barely
connected and therefore may cause frequent triggers to change the transmission power.
In practice, the noisy RF reception environment results in fluctuations in the RSSI/path
loss between packets even when both the client and base station are stationary [110]. The
proposed TPC algorithm can adapt to node mobility and RF noise/fading by incorporating
a configurable buffer. Therefore, the optimal transmit power should have a buffer above

the tight bound given by equation 6.1.

opt_txr_power = passloss + RXthreshold + Buf fer (6.1)

In this algorithm, the buffer added to the minimum receiver threshold is a fraction of the
device’s minimum transmit power. This will allow devices to operate in different environ-
ments, such as within mobile applications and while experiencing extreme environmental
conditions, without being required to frequently change transmit power updates. For ex-
ample, the buffer value can be set to 10% of the minimum transmission power in a normal
condition, and increased to say 30-50% of the minimum transmission power for an extreme

condition.

The path loss is the difference between the measured received signal power and the transmit
power level obtained from the received packet. The computed path loss need not be
calculated for every packet, for example it can be calculated for every 10th or 100th packet.
The decision to adjust the transmission power level is determined by the previous path loss
and the updated path loss; by taking the absolute difference between the two, and checking
if its above a configurable trigger value. Figure 6.5 shows the algorithm flow diagram given

in Algorithm 6.2.
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Algorithm 6.2 Adaptive optimal transmit power

Require: RXthreshold, tx power, received power or LQI, trigger value, buffer value
Read: node listed
return opt_tx power

1: while Receiving frame from a source node do
2 if node listed = false then
3 add to the list
4 record received power or LQT
5: record tx__power
6 PL <+ tx__power — received power
7 record PL
8 opt _tx power < PL + RXthreshold + buf fer wvalue
9 sendopt _tx power
10: else
11: if node listed = true then
12: record received power or LQIT
13: record tx _power
14: PL new < tx_power — received power
15: if (abs(PL_mnew — PL) > trigger _value then
16: PL <+ PL new
17: record PL
18: opt_tx_ power < PL + RXthreshold + buf fer wvalue
19: sendopt_tx _power
20: else
21: no change
22: end if
23: end if
24: end if

25: end while
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Figure 6.5: Proposed adaptive transmit power

6.4 Performance Evaluation of Slotted CSMA /CA under Dif-
ferent Number of CCA Settings

In the following section, we present the performance evaluation of the number of times
that CCA is performed during frame transmission in terms of: throughput, packet error

rate, delay, and energy consumption. A comparison is made for a single, triple, and the
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IEEE 802.15.4 standard legacy double CCA; for both hidden and non-hidden node network

scenarios.

6.4.1 Simulation model

Using a Network Simulator (NS-2) [82], we assume an ideal stationary star network topol-
ogy, using the 802.15.4 standard, where the sink node in the middle receives traffic from
all surrounding nodes, i.e. all nodes are in range of the sink node. For the non-hidden
scenario, all nodes are also in range with one another. For the hidden-node scenario, we
assume that all nodes are in range with one another except for only one pair that cannot
hear each others transmissions. Each node sends data at 40 kbps, i.e. packet interval of
0.02s with 100 bytes packet size, which is less than the channel capacity of 250 kbps. We
increase the traffic by increasing the number of traffic connections from the surrounding
nodes to the sink. All sensor nodes are associated to the PAN coordinator before starting
to send packets, and stop before the end of simulation time to allow enough time for pack-
ets sent to be received. Table 6.1 shows our simulation parameters. All simulations were

run independently and their results averaged under different seeds.

6.4.2 Performance metrics at MAC level

The performance metrics analysed in this chapter are as follows:

e Average energy consumption per packet, which is the ratio of the total energy con-

sumed over the number of delivered data packets.

e Throughput and average throughput, which is the fraction of data traffic correctly

received by the coordinator over a specified period of time.

e Packet Error Rate (PER), which is the percentage delivery ratio, defined as the
number of data packets correctly received by the destination node, over the total
number of packets generated by source nodes. This reflects the degree of reliability

achieved by the network for successful transmissions.
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Table 6.1: CCA SIMULATION PARAMETER SETTINGS

Parameter Value
Frequency Band 2400-2483.5 MHz
Channel Rate 250 kbps
macSuperframeQOrder (SO) 4
macBeaconOrder (BO) 4
macSuperframeSlots 16
aBaseSlotDuration 60 symbols (960
115)
Symbol interval 16us

aUnitBackoffPeriod /slot duration
(Tstot)

macMinBE

macMaxBE
macMaxCSM A Backoffs
macMaxFrameRetries

CCA Detection Time

Clear channel assessment

20 symbols (320us)

= ot W

3
8 symbols (128us)
320us ,640us and

duration(Teeq) 9608

aResponseWaitTime 30,720 symbols
(0.4915s)

SIFS 12 symbols (192us)

ACK reception duration (T}.x) 544us

ACK timeout (Tucktout) 864 us

Current consumption in transmit 17.4mA

mode (@ 0 dBm)

Current consumption in receiving 18.8 mA

mode

Current consumption in idle mode 0.426 mA

Typical node working voltage 3.0V

Simulation area 150m x 150m

Simulation time
Number of random seeds per
simulation

12,000 seconds
25




e end-to-end delay, which is the average time taken by a data packet, from the start
of packet generation by the application layer at the source node, to the destination

node (coordinator).

6.5 Results

Figures 6.6, 6.7, and 6.8 show the average energy consumed per packet as the traffic load
increases when using different number of CCA, for non-hidden nodes, hidden nodes and

both hidden and non-hidden respectively.
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Figure 6.6: Average energy consumption for non-hidden nodes scenario
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Figures 6.9 (a) and (b) show throughput at 0.3 traffic load for non-hidden nodes and hidden

nodes scenarios respectively.
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Figures 6.10, 6.11 and 6.12 shows the average throughput as the traffic load increases when

using different number of CCA, for (a) non-hidden terminals, (b) hidden terminals, and

(c) both hidden and non-hidden terminals respectively.
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Figures 6.13, 6.14 and 6.15 show the percentage of packet collision as the traffic load

increases when using different number of CCA, for (a) non-hidden terminals, (b) hidden

terminals, and (c) both hidden and non-hidden terminals respectively.
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Figures 6.16, 6.17 and 6.18 show the average packet delay as the traffic load increases

when using different number of CCAs, for non-hidden terminals, hidden terminals and

both hidden and non-hidden terminals respectively.
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6.6 Discussion

The 802.15.4 CSMA/CA MAC is prone to two types of collisions, collisions caused by
hidden node phenomenon, and collisions caused by the selection of the same backoff slot
with another node. In CAP neither of these collision can be avoided by the standard. This
reduces the reliability of IEEE 802.15.4 even for the case of a lightly load WPAN.

While we can conclusively say that there is some improvement in terms of: 1) throughput;
and 2) average packet delay, when sensing the channel for shorter duration (once), instead
of twice or thrice as the traffic load increases; there is no significant difference in terms of
energy consumption and packet error rate. This can be explained in terms of probability as
described in chapter 7, section 7.2.2. The likelihood of a channel being idle/busy the second
or third time is smaller once it has been sensed busy/idle the first time. The reason for
employing the standard default value when consecutively checking the channel, is to avoid
packets colliding with an acknowledgment frame; which is possible (with small probability)
when packet size is big, i.e. taking longer to transmit. However for small packet size, even
checking the channel only once does not appear to cause a problem. Furthermore, in the
case of non-hidden terminals; effective collision resolution is achieved by adjusting the
backoff exponent (BE), based on consecutive clear channel assessment (CCA) busy/idle
results, and therefore CCA has a small part to play. In case of hidden nodes, the standard
does not tackle the collision problem, and therefore network performance in terms of:
energy consumption, throughput, packet error rate, and delay degrades tremendously.
The proposed design will be effective for low data traffic WSN applications, for high traffic

applications, traffic scheduling will be a more appropriate choice.

6.7 Conclusion

In this chapter, we presented an investigation aimed at determining the impact of the
number of times the CCA is performed in the 802.15.4 MAC during frame transmission
in terms of: throughput, packet error rate, delay, and energy consumption. Both hidden

and non-hidden nodes in a network system are considered. Results indicated a serious
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degradation in network performance, even for a small number of hidden nodes in a network.
Following these results, a proposed cross layer (PHY-MAC) mechanism to save energy,
reduce interference, improve scalability and reliability, and reduce packet collisions due to
hidden terminals has been presented. The proposed design uses a new algorithm to increase
the sensing coverage area, and therefore greatly reduces the chance of packet collisions due
to hidden nodes. Moreover, the design uses a new dynamic transmission power control
(TPC) to further reduce energy consumption and interference. The proposed changes can
be easily integrated, with minimal or no disruption into the legacy 802.15.4 CSMA/CA
design.
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Chapter 7

Analysis of Slotted CSMA /CA Using Markov Chain

The design and performance evaluation of MAC protocol can be carried out
using several approaches, including simulation, hardware platform, theoreti-
cal mathematical model, or a combination of such approaches. This chapter
contains a proposed model to capture essential features of the IEEE 802.15.4
slotted CSMA /CA by using the Discrete Markov chain. Accurately modelling
the CSMA/CA will result in better performance predictions for parameters,
such as throughput, delay, and energy consumption. Moreover, it will offer
deeper insights into the strengths and weaknesses of the multiple access con-
trol operation as well as possible enhancement opportunities. Previous studies
[70, 111, 102, 109, 112, 103, 104, 113, 105] have, to a certain extent, provided

an inspiration in developing the current proposed model.

7.1 Introduction

In analytical mathematical modelling, one relies on the assumptions and approximations
made to simplify mathematical expressions while closely modeling/describing an original
protocol or process. In Bianchi’s [111, 70] approach, a Markov chain is proposed to model
the IEEE 802.11 Distributed Coordination Function (DCF) while the packet transmission
probability is computed given the network configuration and contention window size. Note

that in IEEE 802.15.4 the DCF is known as the Contention Access Period (CAP).

Bianchi |70, 111| presented a Markov chain model describing the performance of 802.11

DCF using the probability that a device is in the channel-accessing state, using the key
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approximation that each transmission attempts, regardless of the retransmission experi-
enced; thus, all packets collide with a constant and independent probability. In light of the
802.11, when using this model, it is possible to compute the probability that a given station
attempts transmission in a given time slot. The transmission probability can then be used
to obtain the probability of an idle, successful, and collision slot for a number of contending
stations. However, in 802.15.4, it is not appropriate to use this key approximation because
the channel sensing is performed according to the value of CW before entering the trans-
mission state. Markov chain modelling for 802.15.4 differs from 802.11 CSMA/CA DCF
because, in 802.11, nodes continuously monitor the channel and are therefore continuously
aware of the channel state [103|. In the 802.15.4 standard, a node does not listen to the
channel continuously; thus, it is possible to switch to low-power mode during a random
back-off delay to save some energy. Only after such a random delay does the contending
node wake up to listen to the channel for CW back-off slots. Therefore power consumption

during channel listening is minimised.

Ziouva and Antomakopolas [114] modelled 802.11 DCF assuming that the channel access
probability and station collision probability are independent of channel status. Chuan [115]
corrected the model presented in [114] using Bianchi’s improved model by considering the

busy medium condition.

Currently, the literature on the IEEE 802.15.4 analytical evaluation models is insufficient.
Most of the existing literature has drawn considerable inspiration from Bianchi’s work

[111, 70] on the modelling of 802.11 MAC DCF.

Park [102] proposed a new 802.15.4 Markov chain model in saturation conditions using
the probability of a device in the channel-sensing states (CCAs) instead of the channel-
accessing states, relying on the same assumptions as in [70]. The key approximation is the

busy probability of the channel at the first and second CCA regardless of the stages.

In [109], the Markov chain model was derived by considering which embedded points were
correct after the completion of a frame transmission of any device, regardless of success or

failure, which is also different from the conventional 802.11 model |70, 111].

Pollin [103] assumed that each device carrier sensing probability, rather than its packet

sending probability, was independent.

One of the difficulties in analysing the 802.15.4 CSMA/CA in CAP lies in modelling its

exponential backoff behaviour. Apart from different approaches, the main parameter that
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brings different results is that of finding the probability of a node to be on the first CCA

as well as assumptions made that lead to different results.

The scope of this chapter lies in the construction of a mathematical model based on the
discrete Markov chain in describing the performance of slotted 802.15.4 CSMA /CA during
CAP. The relationship among the successful transmission probability, throughput, and
average energy consumption was derived. The model is more accurate, is simple, and has

rectified some of the minor issues that emerged in previous work, such as:

e The time used to calculate CCA energy consumption (equation 14) in [116] is incor-
rect; the authors utilised the time used to send the packet (i.e., payload divided by

data rate) instead of the appropriate time spent to perform CCA.

e The transition matrix, equation 4 in [117, 103], is incorrect as, once the node finds
the channel busy in the first CCA, it will move straight to the next stage and not
perform the second CCA. Similarly, equation 3 in [108]| defines the probability of
a channel being idle if it was busy in the previous slot; however, according to the
standard, once the channel is found to be busy, the algorithm moves to the next

stage (increases BE and NB).

e The backoff time is included in both the time to successfully receive a packet and
collision time as this is part of the time spent to transmit a packet (equation 7.12

and 7.13).

Discrete Markov Chain Definition

Definition 1.A discrete Markov process {X,} is a stochastic process with the property
that the probability of any particular future behaviour of the process, when the current
state is known exactly, is not altered by additional knowledge concerning its past behaviour.

From the definition {X,} is Markov chain if

P, {Xn-I—l =7 ‘ Xo =gy - Xp—1 = in—1,Xp = Z} =P {Xn+1 ‘ X = Z}
For all time points n and all states ig....... Tn—1,%,]-
Notation : P {Xp41 =j | X, =i} = Pj;, where

139



Py >0 for i, j= 0,1,2.... and 3.5° Pyj = 1 for i = 0,1,2,3, ...

Once all the transition probabilities have been obtained, the Markov chain can be numer-
ically solved to obtain the stationary probability distribution of each state using recursive

solution, m = mA, where A is the initial state condition and =is the transition matrix.

7.2 Performance Modeling and System Description

This section presents the proposed two-dimensional discrete time Markov chain model to
analyse throughput, reliability and energy consumption of the slotted CSMA /CA. For a
complete slotted CSMA /CA algorithm, refer to chapter 6, section 6.2.1.

Consider a star network topology with a group of WPAN devices that use slotted CS-
MA /CA with an optional acknowledgment (ACK) in sharing a radio channel when trans-
mitting to the PAN coordinator. The standard specifies that all nodes ensure that any
transmission initiated should be complete before the end of the beacon interval. Therefore
the probabilities of channel access and success transmission are evaluated as a function of
time, starting from the reception of the beacon sent by the coordinator, until the end of

the superframe.

Generally, a node accessing the channel during the CAP portion of the superframe can be

in one of the five states, which include:

backoff

e carrier sensing

transmit

collision

o idle

7.2.1 Model assumptions and mathematical modeling

The following are the assumptions made in the proposed model:
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e The network consists of finite number of N contending nodes associated with a com-

mon coordinator in a one hope star topology.

e All nodes are perfectly synchronised at backoff period boundaries, and the inactive

period does not exist (i.e., BO=SO).

e An ideal channel condition, where all nodes are within the carrier sense range of each

other (i.e., no hidden nodes).

e Each node always has a packet available for transmission, which implies operating in

a saturation condition.
¢ Using fixed size data packets of the L-backoff slot duration.

e The probability to start sensing the channel is constant and independent of all other
nodes and independent of the retransmission this packet has suffered in the past.
This is the main approximation assumption, which is different from Bianchi’s [111],

where the packet sending probability is assumed to be independent.

Let s(t) be the stochastic processes representing the backoff stage (0...m) for a given node
at time ¢, where m is the maximum backoff stage (NBmax), and let b(t) be the stochastic
process representing backoff time counter for a given node at time £. The time ¢ corresponds
to slot time and is related to system time. Table 7.1shows different symbols and parameters

used in the current model.

Note that b(t) and s(t) are time discrete stochastic processes in a chain; however, b(t)
is not memory less (not Markovian) as its value depends on the history (e.g., how many
times the node has tried to access the channel with or without success and the number of
retransmission). However for convenience:

lim

Let bj = Py {s(t) = i,b(t) = j} i = e(0.m)
t — 00

is the steady state probability of any state. Then the random process of the backoff stage
s(t) and the backoff counter b(t) constitute a two dimensional Markov chain X () = {(s(t),

b(t))}

The delay window Wj is initially Wy = 2MaecMinBE =5 (evice with a pending frame for
transmission, will select a random backoff counter value between [0, Wy — 1]and doubled
at every stage until W; = Wiee = gmacMazBE —Therefore, the size of the backoff window

at the backoff stage s(t) = ie {0...m} is W; = 2min(MacMinBE+imacMazBE)
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Figure 7.1: Markov chain states for single CCA
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7.2.1.1 State Transition Probabilities

The total number of states is higher than five, as illustrated in Figure 7.2. Using the proba-
bilities defined in table 7.1 and the identified assumptions, the state transition probabilities
associated with the Markov chain are a two-dimension Markov chain with the following

transition probabilities:

P(i,g|i,j+1)=bjij+1=1 i = ¢€[0,m] Jj=€l0,W; —2]
P{i, 14,0} =b; 150 = (1 —a) i = €[0,m)]
Pli,j|i—1,0} = a/W;

P{i,jli—1,-1} = B/W;

P{0,5|m,0} =a/W

P{07]|m7_1}:1/W0 ]:E[OaWO_l]

P{()?j |Z7_1}:b0,]|z,fl = (1_5)/WO /LZE[Oam_l] j:€[07WO_1]
(7.1)

Equation 1 of the transition probability is the condition to the decrement of the delay

back-off counter, regardless of whether the channel is idle or not.

Equation 2 is the condition for performing the second CCA given during the first CCA

when the channel was idle.

Equations 3 and 4 show the move to the next stage whereby the back-off exponential (BE)

is increased because of the busy channel at the first or second CCA, respectively.

Equations 5 and 6 are the condition when the maximum stage is reached and, as a result,

the packet is dropped and the transmission process starts again in the first stage.

Equation 7 is the case of the packet being transmitted after the channel is found to be idle

in the first and the second CCA.

From expression 7.1 , we have

= I (7.2)
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Table 7.1: Different symbols and parameter used for the model

T The probability that a node attempts a first
carrier sensing to transmit a frame
Q The probability that a node finds the channel
busy during the first CCA
I5; The probability that a node finds the channel
busy during the second CCA
P, Probability that at least one node is
transmitting in any given time slot
P Probability that at least one node is
transmitting successfully in any given time
slot
De Collision probability
Piae Probability that the node is idle
ACK+PHR+SHR, Tack 11 bytes = 352us
tack 12 PHY symbols = 192us
o a unit backoff slot duration

7.2.2 Probability of transmitting

Before transmitting a packet, each contending node performs the back-off algorithm, where
each node is randomly delayed by extracting an integer from a uniformly distribution
between 0 and Wo-1; before sensing the channel a node enters, with the probability 1/Wo,
one of the states is {0,j,w-1} with j E [0,Wo-1]. If there is no random delay j= 0, then the

node enters the first carrier sensing straight away.

After the random delay, in order for a node to transmit a packet, it first performs a
predetermined number of CCAs to determine if the channel is idle in all CCAs performed
(in this case, CW=2 or 1). After sensing the channel to be free, the node immediately
enters the transmission state. At this stage, the packet transmission duration in slots, L,
is included, followed by a sequence of idle slots until the end of the superframe duration.
The focus is on finding the probability that the node is in the sensing state, which can be
determined using the state transition diagram (Figure 7.2 or 7.1) and the transition matrix
that describe all possible nodes’ states. The probability of transmitting P, will depend on
the probability of being in a sensing state and the probability of finding the channel idle
during CCA.

When a node attempts to send a frame, its backoff counter has reached zero and it is
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no longer idle as it has a frame to send. Here we counsider 7, instead of the product of
(1 — Pygie) T as at this stage Pjge = 0. 7 is different from that of 802.11 in [70], whereby
the node is always listening to the channel when not transmitting. Therefore, we do not
model the transmission state, but focus on the probability that a device is in the sensing
states. In the case of 802.15.4, 7 is a function of exponential delay line, as explained in the

previous section 7.2.1.1.

The probability that a node starts to transmit is

Py, =71-a)(1-7) (7.3)

Which requires the node to be sensing with the probability 7, and the channel to be idle
during the two CCAs, with the probability (1 — «)(1 — ). We define 7, as the conditional
probability that a device is at one of the first CCA states b; o, out of the backoff states as

follows:

m W, —1
S 4
= 2(1—(at+p—ap)mt!
Z;Z()(I/V()zmin(i’BEmaz7BE77“'”)-‘rl)(oa—‘,—ﬁ—oéﬁ)i

T =

since the Markov chain normalised condition

Z Z bij =1 (7.5)

Now we need to find the remaining two unknowns, o and . Let Tp and Tscx denote
time duration in the number of slots for transmitting an L-slot frame and receiving ACK
frame, respectively. Similar to [117], the probability «, the probability that a node finds
the channel occupied either due to data transmission or ACK transmission in the first CCA

can be estimated as follows:

o = Oof + Qqck (76)

where «y is probability of finding the channel busy during the first CCA due to data

transmission, which is:
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ar =L [1 —1-nVa—a)@-p) (7.7)

and e is probability of finding the channel busy during the first CCA due to ACK

transmission, equal to:

Nr(1-7)V!

1-(1-n)N (1_ “‘T)N_l) (1-a)(1-=p) (7.8)

Qack = Lack
Finally, the probability of finding the channel occupied during the second CCA is not

independent like the first CCA, it depends on the probability of finding the channel idle

during the first carrier sense, which is:

C1-a-n)V N =N
- 2-1-7)N+Nr(1-7)"! (7.9)

The expression for the sensing probability 7 and the busy channel probabilities a and
form a system of non-linear equations that can be solved through numerical method. To
evaluate other target probabilities, we model how the number of nodes contending to the

channel varies with time.

7.2.3 Probability of successful transmission

The probability that a node transmit successfully (Ps = 1 — P,), Ps is the probability that
a node start sensing alone and finds the channel idle for predetermined CCA slots (i.e.,

the probability that exactly one node transmit on the channel), given by:

Po=r(1-7)""1T1-a)(1-8)=P,(1—-7)N! (7.10)

A transmission is considered a successful one if an acknowledgment frame is received in
time (before ACK timeout). The frame transmission starts from the time a node perform
random backoff to the time an ACK frame is received, including an Inter-Frame Space

(IFS) time after ACK frame transmission.
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7.2.4 Probability of collision

For an ideal channel condition, unsuccessful transmission is only due to collision (P, =
1 — Ps). If we consider N nodes in a network system, the collision probability can be
derived as the probability that at least one of the N-1 remaining nodes transmit a packet
in the same time slot (i.e., two or more nodes start the first cca at the same time). If all

nodes sense the channel with the probability 7, then P, is defined as:

P.=1—[1—(1—Pg)r]V !

For saturation conditions, P;q. = 0, and therefore:

P.=1-(1-7)N"! (7.11)
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Figure 7.3: Channel sensing probability and collision probability
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Figure 7.3 shows the relationship between sensing probability and collision probability as

the number of contending nodes increases.

7.3 Transmission and Collision Timings

In this model, for accuracy, the average backoff period and interframe space (LIS/SIF) are
considered as part of the time to successfully transmit a frame. This is contrary to previous
models derived in [113, 118, 111, 70, 109]. The total number of time slots required for a

single successful transmission is:

Ts = E[Backof f period] + no. of cca x Toca + L + Lack + tack + Tirs (7.12)

where Toca, Tr, tack, and Lok are time duration in number of slots for performing a
CCA, transmitting data frame, waiting for an acknowledgment frame and receiving an
ACK frame respectively. E[Backof f period] is the average backoff period in terms slots
as shown in the Table 7.2. no. of cca is the number of times CCA is performed (default
2), and Typg is the Inter-Frame Spacing, depending on the size of the data frame, either

Short Inter-Frame (SIF) or long (LIF) is used (Figure 7.4).

Similarly, the total number of time slots for a single collision transmission is

T. = E[Backof f period] + no. of cca x Tcca + L + Tyack tout (7.13)

where Te tout 18 ACK timeout of ACK [7]. In 802.15.4 ACK waiting duration is specified
by macAckWaitDuration (2.7 slots in 2.4 GHz channel).
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Table 7.2: Binary exponent values

BE Backoff Average | Average| Average
Interval 0 no. of backoff | backoff
to 28F — 1 backoff (sym- | (time)

periods bols)
0 No n/a n/a n/a
Backoff
1 0tol 0.5 10 160us
2 0to3 1.5 30 480pus
3 0to7 3.5 70 1120pus
4 0 to 15 7.5 150 2400
5 0 to 31 15.5 310 4960us
Acknowledged transmission
Long Frame ACK ‘ShodFrame ‘ ACK ‘
L] [ L]
t LIFS t SIFS
Unacknowledged transmission
‘ Long Frame ‘ ‘ Short Frame ‘
L L
LIFS SIFS

Figure 7.4: Packets Interframe Spaces

7.4 Throughput Analysis

Here, the channel efficiency or throughput is defined as the fraction of time that the
channel is used to successfully transmit a payload in bits. Similar to [111, 70|, let S be
the normalised throughput defined as the ratio of successful transmitted data payload (in
backoff slots) to the average number of the backoff slots used to successfully transmit a

data frame, S can be estimated as follows:

E[succe fully payload in formation transmitted in interval]

S =

(7.14)

E[length of arenewal interval]

LP;

S:
(1—=Py)o+ PTs+ (1 — Py) T

(7.15)

and the system aggregate throughput by N contending nodes is given by the following

expression:

NLP;

S =
(1—=Py)o+ PsTs+ (1 — Py) T,

(7.16)
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where T is the average time the channel is sensed busy due to successful transmission
(equation 7.12), T, is the average time the channel is sensed busy by each node during a

collision (equation 7.13), and o is the duration of an empty slot. To convert equation 7.15

and 7.16 to bit per second (bps), multiply by a normalised constant, C' = Og_ggﬁ; for the
802.15.4 2.4GHz band, 250kbps data rate.

7.5 Average Energy Consumption Analysis

In order to determine the average energy consumed by a node, we have to determine
the average time (probability) the node occupies each state (i.e., transmit, receive, idle,
sleep, CCA and collision) and multiply by each state associated power expenditures. The
transmit power Prx, receive and sensing power Pryx and idle power Prprg can be readily
obtained from the node’s data sheet such as the one in chapter 2, Table 2.2. In the
saturated condition, nodes always have a data frame to transmit; thus, Prpr g is the power
used when the node is in the exponential delay time (backoff) and for the remaining slots
after the frame transmission between the two consecutive transmissions. Note that the
power consumed while receiving and performing CCA is larger than the transmit power
consumption [103, 119]. Furthermore, in the current model the sleeping power Psrpgp = 0,

because superframe BO= SO.

To find the individual state energy consumption, simply use the appropriate state prob-
ability and multiply with associated power consumption. Here, the interest is in finding
the average energy consumption for packet transmission including both successful trans-
mission and packet collision. Using equations 7.3, 7.10 and 7.11, the average energy for

packet transmission is given by

E=7(1-a)(1-p)[(1 = Pw)PipLe + LPrx + Lack (PsPrx + P.Prprg)]  (7.17)

7.6 Discussion

In wireless sensor networks, it is important to minimize energy consumption, maximise the

number of successful transmissions (reliability), and minimise the probability of collisions.
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The duration of collision is as long as the length of the packet involved in the collision;
it is therefore essential to reduce the number of collisions to improve network reliability,

energy consumption and throughput.

In CSMA/CA, as the number of nodes increases, the chances that two or more nodes
transmit on the same slot increase, which subsequently increases the chance of transmission
loss due to the increased number of collisions. In addition, the probability of finding the
channel idle in the sensing slots decreases when the number of nodes, N, increases as a
large part of time is spent in the back-off; thus, the network throughput will downgrade

with the significant increase in the frame service time.

Binary exponent, BE, is the main parameter for avoiding collision; basically, the contention
window adapts to the high value by increasing BE when the active population of nodes
is large. This reaction reduces the load on the network and should decrease the collision
probability. The MAC latency is high if the contention window is large. The issue is
when a station successfully transmits as it resets the contention window to a small, fixed
minimum value of Wy. Consequently, the node has to rediscover the correct contention
window size, thereby wasting bandwidth. The 802.15.4 standard BE back-off does not
assume the advantage of shared learning when the number of nodes increases or decreases.
Although BE back-off improves fairness because after completion of each successful packet
transmission, a node needs to wait for a random back-off time, which can help other nodes
seize the channel. A technique such as IEEE 802.11e can be used to dynamically tune
the value of BEmin and BEmax to adapt to the number of contending nodes. Obviously,
small contention windows are desirable when the number of contending stations is low to
keep the number of empty unused slots relatively low. However, an empty slot is much
more desirable than collision as the duration of an empty slot is comparatively smaller
than collision duration. A larger contention window offers better performance because it

reduces the collision probability.

The waste of channel utilisation is the other factor in slotted CSMA. When the remaining
number of back-off periods in CAP are not enough to process the transmission of a data
frame, the channel will remain idle because the sensor node waits for the next superframe.
Obviously, the number of remaining back-off periods will depend on the length of the
superframe BO or beacon interval, the size of the data payload and the number of CCA
performed. To increase channel utilization, a fragmentation scheme can perhaps be used

to divide the data frame to fit into the remaining number of back-off slots in a superframe
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CAP.

To get a more accurate analytical model result, future models need to include the real
operation value of a superframe SO and BO, which determines the total number of slots
in CAP. The CAP slots specify the number of available slots for packet transmission and
therefore can impact the probability that there are not enough slots left in the current CAP
for transmission and the overall performance in general. For example when SO=BO=3,
the number of CAP slots, C APy ys = % = 384. Although the proposed model
remains to be validated using simulation or hardware tools, some of the findings in chapter
6, section 6.5 on the probability of collision when using single CCA or double CCA reflect
the proposed model probability of finding the channel busy in the second CCA, which
is much smaller as given in equation 7.9. These results demonstrate that changing the

default CW from 2 to 1 can bring benefits in terms of throughput. However, performing

the second CCA does not show significant improvement in terms of collisions.

7.7 Conclusion

In this chapter, a more accurate model has been proposed based on discrete Markov chain
describing the performance of slotted 802.15.4 CSMA /CA during CAP. The relationships
among the successful transmission probability, throughput and average energy consumption
are derived. Some of the minor issues apparent in previous studies have been rectified while
maintaining the model’s simplicity. Future work and some of the 802.15.4 CSMA /CA CAP

issues have been thoroughly discussed.
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Chapter 8

Conclusions and Future Work

This chapter contains a summary of contributions of this thesis and some of

future research directions in wireless sensor networks.

8.1 Concluding Remarks

The emerging field of WSN research combines numerous disciplines and addresses a com-
bination of the major challenges in sensor techniques, embedded techniques, distributed
information processing, and wireless communication. WSNs is a burgeoning area of re-
search with many challenges, including managing energy consumption and network con-
nectivity. While the wireless channel has enabled cheap establishment and maintenance
costs of WSNs, it adds constraints that are not found in wired networks. Specially, limited

bandwidth, channel errors, and nodes that have limited operating energy.

Developing new WSN applications with severe resource constraints will require innovative
solutions to overcome the above issues as well as improving the robustness of network
components, and developing sustainable and cost effective implementation models. New
developed WSN protocols/algorithms and components will have to further improve energy

efficiency, bandwidth efficiency and connectivity.

The IEEE 802.15 standard was designed for low rate wireless personal area networks (LR-
WPANS), making it the first WSN enabling standard. However, the development of a
particular WSN application will require a high degree of integrated solution to achieve
desirable and effective communication. This requires both robust hardware and efficient

protocols/software solutions. So far there has been no clear guidelines or design rules that
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have been followed in designing sensor network architectures because of the wide range of
sensor applications, with each application having its own unique purpose and performance
requirements (i.e, various hardware and network capability). Similarly, the general IEEE
802.15.4 standard and the likes have been implemented for a broad range of wireless PAN

applications and therefore not optimised for a specific application.

The main aim of this thesis has been to investigate techniques for improving the perfor-
mance of WSNs to maintain reliable network connectivity, scalability and energy efficiency.
Results and the overall work presented in this thesis form a part of an emerging WSN
research and establish contribution in achieving more efficient WSNs and applications.
Specifically, the following areas have been examined in detail: WSN transmission power
control, self-configuration, MAC design in the presence of hidden nodes and CSMA/CA

analytical modeling.

The study sought answers to the following questions which are addressed in four areas of

study (Section 3.3):

1. How can we specifically test multi-hop TPC communication versus single-hop com-

munication using typical wireless sensor node hardware parameters?

2. What is the performance advantage of using multi-hop TPC in energy constraint
WSNs instead of a single-hop in terms of energy efficiency and other important

performance parameters?

3. What is the impact of beacon interval (BI) and number of nodes during WSN associa-
tion and synchronization stages in terms of energy and association or synchronization

time?

4. How can we improve the performance of WSNs during association and synchroniza-

tion stage (self-configuration)?

5. What is the impact of the number of times the clear channel assessment (CCA) is
performed in the 802.15.4 MAC during frame transmission in terms of throughput,
packet error rate, delay and energy consumption for both hidden and non-hidden

nodes in a network 7

6. What can be done to improve the performance of the 802.15.4 MAC during frame

transmission stage?
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7. How can Markov chains be used to accurately model the IEEE 802.15.4 slotted
CSMA/CA ?

8. What is the relationship between different performance variables and the MAC pa-

rameters derived from the Markov Chains?

The following section highlights the major contributions of this thesis.

8.2 Main Research Contributions

The main contributions of this thesis are summarised as follows:

e The transmission power control (TPC) was investigated in multi and single-hop
WSNs using typical hardware platform parameters via simulation and numerical
analysis. A novel approach to testing TPC at the physical layer was developed, and
results have shown that contrary to what has been reported from previous studies,
in multi-hop networks TPC did not save energy. Both the radiation and electronic
components of the energy consumption were investigated, and results indicated that
sending packets using a short-range multi-hop path, instead of a single-hop, does not
necessarily save energy as suggested by some researchers. Moreover, transmitting in
single-hop networks at lower transmission power levels, while still maintaining reli-
able connectivity, reduced energy consumption by up to 23%. Furthermore, we have
shown that both packet collisions and delays affect the performance of WSNs that
have an increased number of hops. Since the use of TPC in star topology/cellular
networks transmission can save energy, we have recommended cluster based (hybrid)
or similar topology over completely multi-hop topology. Relationship among protocol
layers was also revealed; possible improvement suggested; insight when developing

wireless sensor networks protocol and the significance of TPC;

e The performance evaluation of the 802.15.4 MAC during device association and syn-
chronization with the PAN coordinator, showing the impact of beacon interval and
the number of associating nodes in terms of association time delay and energy con-
sumption in stationary wireless sensor networks has been investigated. Results il-
lustrated that energy consumption and association time increased with increasing

number of nodes associating with a coordinator. Moreover, short beacon intervals
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consunied more energy due to the frequency of beacon frames that nodes have to
keep track of to maintain synchronization. However, short beacon intervals reduced
the time required for the nodes to associate, in contrast to longer beacon intervals
that are undesirable for real time and mobile applications. Furthermore, for longer
beacon intervals, BO= 12 to BO=14, it has been shown that there was an abrupt
increase in energy consumption as the number of associating nodes increased, even
for as few as as four nodes. This appeared to be the first investigation of the perfor-
mance of the 802.15.4 MAC beacon interval setting and the number of associating
nodes. To conserve energy in WSNs, we expect to use longer beacon interval (BI)
and shorter active periods (SD) so that the nodes can go into inactive/sleep state
during CAP to save energy. To date the longest beacon interval is 251.66s (about 4
minutes). Our results demonstrated that even with 7 nodes connected to the PAN
coordinator, the association delay and energy consumption due to synchronization,
increased. The question was whether the association energy consumption will out-
weigh the benefit of duty cycle power management for larger beacon intervals, as the

number of associating nodes increases.

A study to determine the impact of the number of times the CCA was performed in
the 802.15.4 MAC during frame transmission in terms of throughput, packet error
rate, delay and energy consumption has been presented. Both hidden and non-hidden
nodes in a network system were considered. Results indicated a serious network
performance degradation even for a small number of hidden nodes in a network.
Following these results a proposed cross layer (PHY-MAC) mechanism to save energy,
reduce interference, improve scalability and reliability, and reduce packet collisions

due to hidden terminals has been presented.

Finally, an improved two dimensional discrete time Markov chain has been proposed
to capture essential features of the IEEE 802.15.4 slotted CSMA /CA. This model has
rectified some of the issues apparent in previous studies. Important relationship for
the successful transmission probability, throughput and average energy consumption
have been derived. Moreover, the proposed model provided greater insight into the
strengths and weaknesses of the MAC operation, and future possible enhancement

opportunities.



8.3 Future Work

WSNs have a promising future, but additional research is needed so that the remaining
challenges can be addressed. Future WSNs will still be constrained by modest power
supplies provided by both passive (e.g., solar and vibration) and active (e.g., battery
power and external power source) sources of energy. Thus, energy efficiency and reliable
connectivity will continue to receive significant attention in the research and design of
WSNs. We believe that such research will contribute to the development of a new, inclusive
paradigm within the field of wireless communications. Following the current research, a
starting point for this work will be the inclusion of additional cross-layer designs at multiple
layers of the communication protocol stack due to the interdependence that exists among
all of the layers. This has to be explicitly considered when designing communication
protocols aimed at quality of service (QoS) provisioning on resource-constrained WSNs.

In the current research, the work is limited to the PHY-MAC cross-layer.

There is also a need to use suitable hardware platforms in the experimentation and im-
plementation phases of this work. This is important because the optimal choices of sensor
system, processor, wireless interface, and memory technology are application dependent
and exhibit temporal dependence for a given application. The concept is to get all the
bits right across layers, hardware, and algorithms/software. Also, it is important for the
newly-designed protocols to relate effectively to available hardware as opposed to sounding
good on paper while failing the test of successful implementation with current or future
technologies. Future work will validate the proposed CSMA /CA Markov chain model using

a simulator or hardware platforms.

Most of the existing research in the field has been restricted to the star topology, in which
devices in a PAN can always reach the coordinator in one-hop distance; however, for a large
WSN, not all devices will be able to communicate with the coordinator directly; rather, they
must communicate through intermediate devices (routers) to forward messages. There is
a need to consider different application scenarios and to incorporate harsh environmental
conditions in future studies. For example, reasonable designs must include appropriate
considerations of conditions that wireless channels are likely to encounter, such as noise,
interference, and other environmental factors, such as temperature, humidity, and wind.
Furthermore, since sensor networks will become a seamless part of larger networks, so

additional investigations should be conducted focusing on the combination of WSNs with
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existing and future technologies, such as the Internet and GPSs.

The investigations and design development in this research considered homogeneous sensor
networks. However, there are important WSN applications in which this is not the case.
Future studies should include heterogeneous sensor networks that consist of several nodes

with extra capability in a network.

There is also a need for further investigation to determine possible approaches that would
improve the performance of 802.15.4 during the PAN association and synchronization
stages. This research raised important issues during network self-configuration. Future
studies should consider improvements in self-configuration designs. For example, such
studies could evaluate the implementation of an adaptable beacon interval to make use
of both short intervals for a quick association time and suitable large beacon intervals for
saving energy. The coordinator could start with a short beacon interval repetitively to
allow nodes to quickly associate with the coordinator; then, after a predetermined period
of time, the coordinator could switch to a large beacon interval to save energy. Subse-
quently, the coordinator could switch again to a short beacon interval to allow new nodes

to associate and disassociated nodes to re-associate.

Work also is needed to improve the 802.15.4 standard BE backoff, which does not take
the advantage of shared learning when the number of nodes increases or decreases. For
example, a technique such as the one in the IEEE 802.11e standard could be used to
tune the value of BEmin and BEmax dynamically to adapt to the number of contending
nodes. A fragmentation scheme also can be used to divide the data frame to fit into the
remaining number of backoff slots during the contention access period (CAP) to increase
channel utilization. While protocols that are implemented for specific wireless applications
can be advantageous in the future, flexibility is vitally important in future applications in
which sensors will be able to adapt to changing objectives and to evolving applications.
Future studies should focus on determining the appropriate balance between a protocol’s

adaptability, complexity, and performance in WSNs.

Finally, while energy considerations have dominated most research related to WSNs, one
of the technology trends is towards increasingly higher bandwidth. This emphasis has
resulted from the increasing interest in real-time applications that involve imaging and
video sensors, which pose additional challenges, including specific quality of service (QoS)

requirements, such as latency, throughput, and jitter. Moreover, although authentication
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and privacy are not always complementary objectives, the misuse of private information
must always be a prime concern, e.g., the possibility of a patient’s medical sensor being
hacked, data tampering, and computer viruses. Security is an essential system requirement
in various applications, such as healthcare networks in which the sensitivity of the data is
a major concern. Eventually, WSNs will enable new applications in a wide array of areas

to an extent that has never occurred before.
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Appendix A

NS 2 Supplementary Material

A.1 Installation and Settings

Installing NS-2 can be a bit length and time consuming process. Before installing NS-2
in windows environment, one needs to first install cygwin containing gcc compiler. In the
current research we downloaded all-in-one -withpass version 2.34 package from the NS-2
download page [120] into cygwin local directory, usr/local/. The following are steps and

commands used to install ns-2:

Install cygwin with gcc

download ns-allinone-withpass-2.34.tbz

unzip ns-allinone-withpass-2.34.tbz

tar -jxvf ns-allinone-withpass-2.34.tbz

cd ns-allinone-2.34 and type ./install

Figure A.1shows a part of the directory structure of ns-2 once installed.

A.2 Simulator Internal Architecture

Ns-2 is written in C++, with an OTcl interpreter as a frontend interface to create and

control the simulation environment. The simulator supports a class hierarchy in C++,
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‘ ns-allinone-2.34 ‘ it
‘ implementation

|tk8.4.18 | oTcl-1.13) [tc8.4.18|  ns-2.34” nam-14/ ... |xgraph-12.1]
|
| | | | |
‘ wpan Hindep-utils‘ ‘ tel ‘ ‘ common ‘ ‘sensor-nets‘
| | | | |
‘ ex ‘ ‘mobility‘ ‘ test Hscenario—generation‘

Figure A.1: NS-2 directory structure

and similar class hierarchy within the OTcl interpreter. The two hierarchies are closely
related, with one-to-one correspondence between the C++ compiled hierarchy and the
interpreted hierarchy [82]. The root of this hierarchy is the class TclObject. The interpreted
hierarchy is automatically established through methods defined in the TclClass, while user
instantiated objects are mirrored through methods defined in Class TclObject. These
dynamic binding methods make it possible for the compiled member variables to be directly
accessed in the interpreter. That is whenever the compiled object is instantiated; it is
automatically accessible by the interpreter object as an instance variable. When one creates
a new simulator objects through the interpreter, these objects are instantiated within
interpreter, and closely mirrored by a corresponding object in the compiled C++ hierarchy.
The code to interface with interpreter resides in a separate directory, tcl and the rest of

the code reside in the ns-2.x directory (Figure A.1).

To maintain flexibility and interaction in the current thesis, both C++ and OTcl languages
were used. The C++ language was mainly used for protocol implementation alteration.
The OTcl language was used for dynamic configuration of protocol objects, scenario gen-

eration and simulation configuration setup.

A.3 The Concept of Discrete Event Driven

The discrete event driven nature of ns-2 simulator means that the advancement of time
relies entirely on the timing of events maintained by the scheduler. In ns-2, an event is
any object in the C+-+ hierarchy with a unique ID, a scheduled time with the pointer

indicating an object that handles the event. The class event is defined by time, uid, next
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and handler, where time is the scheduled time of the event, uid is the unique id of the event.
Next is the following scheduled event in the queue, and handler points to the function to
handle the event when the event is called. The actual definition of an event is found in

ns-2.x/common /scheduler.h.

A scheduler is basically an event-driven time management mechanism that launches the
earliest scheduled event, executes it to completion and returns to execute the next event. In
the event scheduler, events are in the queue event and sorted according to their firing time
one after another. The scheduler is the primary part of the simulator. When simulator is
started, the first task of the scheduler is to schedule events already predefined by the user.
These events include creating a new simulator object, start simulator node/traffic, node

configuring, traffic and scenario.

The packet class is the subclass of the class event as packets are received and transmitted
at some time. Furthermore, all network components are subclasses of the class handler
and use scheduler as they need to handle events such as packets handling delay or need to

use time at some point.

In ns-2, there two types of event schedulers: real time for emulating which allows the
simulator to interact with a real network and non-real time. There are three available for

non-real time scheduling, namely Heap, List and Calendar.

Currently, the simulator is single-threaded, meaning only one event is in execution at any
given time. The overall framework architecture of ns-2, showing a discrete event scheduler
as implemented in ns-2 indicated in Figure A.2. Note that a network object that issues an
event is the one handling the event later at the scheduled time. Also note that the data
path between network objects differs from the event path. Packets are actually handed
from one network object to another using send (Packet® p) {target ->recv(p)}; method

of the sender and recv(Packet™, Handler® h = 0) method of the receiver.
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Figure A.2: Discrete Event Scheduler implementation in NS 2

A.4 ns-2 Simulation

The ns-2 is initialised using OTcl interface, whereby each simulation requires a single in-
stance of a TCL class simulator to control and operate simulation. The TCL class simulator
provides a set of interface for configuring a simulation. A simulation tcl scriptfile (*.tcl) to
be interpreted by ns generally begin by creating an instance of this class and calling various
methods and varibles required required in the simulation process. For example methods

to create nodes, topology, scenario, traffic,channel type, propagation model, queue length,

and all other configuration aspects required to run a particular wireless simulation.

When a new simulation object is created in OTcl, the initialization procedure performs the

following operations:

1. initialize the packet format (calls create packetformat)

2. create a scheduler

3. create a “null agent” (a discarding sink used in various places)
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A.4.1 Packet

Packet is a subclass of the class event. Objects in the Packet class are the fundamental unit
in exchange between objects. NS-2 packet is composed of stack of headers and optional
data space, which is initialised when a simulator object is created. So a network object

can access any header in the stack of a packet it processes it using offset value.

The initialization of the packet format will set up the field offsets used for the entire
simulation. Given that ns-2 is an event-driven simulator, from this point on, the scheduler

takes over.

A null agent is created to act as a sink for packets, both successfully transmitted and
dropped. Packets may be handled to NsObjects at scheduled points in time since a node is
an event handler and task performed over a packet is an event. Tasks over a packet should

the only type of event scheduled on a node.

Testing protocols under an appropriate set of network conditions is critical in achieving
valid and meaningful results. Using automatic created complex scenarios can help to
achieve such appropriate scenarios. In ns-2, a scenario defines the input configuration for
the simulator to run. A Scenario is made up of several components including network topol-
ogy and traffic model. The network topology include the physical interconnects between
nodes and the static characteristics of links and nodes. The traffic model defines the net-
work usage patterns and unicast and multicast senders locations. The key challenge in the

topology generation is coming up with a topology that embodies relevant characteristics.

For example, TCP and CBR traffic between mobile nodes can be setup manual or by using
random traffic connections using CMU’s traffic-scenario generator scripts available under
ns-2.34/indep-utils/cmu-scen-gen, called cbrgen.tcl and tepgen.tcl. These scripts can be
used to generate CBR or TCP traffic connections between wireless nodes respectively by

using the following command:

ns cbrgen.tcl [-type cbr/tcp] [-nn nodes] [-seed seed] [-mc connections]

[-rate ratel> file_to_store
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A.4.2 Scenario and mobility models

In order to carry meaningful study and different network analysis such as performance of
MAC protocol, effect of network dynamics, scalability etc it is important to carry simulation
on the right kind of scenario, which includes but is not limited to topology size, density
distribution, traffic generation, membership distribution, real-time variance of membership,

and network dynamics.

Different scenario generated may be used to emphasise the different design criterion while

studying protocol behaviour.

Nodes positions can be set manually inside tcl script or generated from a scenario file. The
scenario file containing the positions of all nodes. Currently there are a number of scenario
files in ns that can be used. These are simple text files that can be easily edited to place

the nodes at desired positions.

For large topologies, node position, movement and traffic are defined in separate files for
convenience. These files are generated using CMU’s movement and connection generations

found in ns-2.x/indep-utils/cmu-scen-gen /setdest.

The scenario generator file command allows one specify number of nodes in the simulation,
x and y position of the node with respect to topology dimension, and distance from the

coordinator, used main for single hop. By running

scen_gen [number of nodes] [x-position coordinate] [y- position

coordinate] [personal operating spacel]

will produce a file wpan.scn, to be used in source scenario file (*.tcl)

For mobile node scenario we can run:

./setdest -n [number of nodes] -p [pause time] -M [maximum speed]

-t [simulation time] -x [max x] -y [max yl> [output dir]/[scenario-file]

for version 1.
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A.4.3 NS 2 mobile node model

A simple unicast node consists of Two TclObjects: an address classifier (classifier ) and
a port classifier (dmux ). The main function of these classifiers is to distribute incoming
packets to the correct agent or outgoing link. By default nodes in ns are constructed for
unicast simulations. In order to enable multicast simulation, the simulation should be

created with an option “multicast on”, i.e. set ns [new simulator -multicast on]

The function “Simulator::node-config{}” accommodates flexible and modular construction

of different node definitions within the same base Node class.

To create a node capable of wireless communication we use wireless communication con-

figuration support

$ns_ node-config -adhocRouting dsdv

It is essential to define the node characteristics through configuration before creating them.

This includes the address structure, type of routing and energy model.

Mobile nodes are derived from the basic ns Node object with added functions such as
movement or mobility, periodic position updates, ability to maintain topology boundary
and ability to transmit and receive on a channel that allows it to be used to create mobile,

wireless simulation environments.

The network stack for mobile node consists of link layer (LL), an ARP module connected
to LL, an interface priority queue (IFq), a mac layer (MAC), a network interface (netIF),

all connected to the channel.

In the wireless model the core of the simulation environment generally consists of a mobile
node with additional support features allowing simulation of multi-hop ad-hoc networks,
wireless LANs and other networks. NS nodes support other added functionalities like
movement, and power management. When creating mobile nodes in NS-2 environment
firstly one needs to create a mobile node object, secondly the mobile node must be config-
ured by creating a particular ad-hoc-routing agent that will be used by the node or nodes,
next the network stack consisting of a link layer, interface queue, mac layer, network inter-
face with an antenna, and propagation model must be created, we then interconnect these

components and lastly, connect the stack to the channel.
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The class MobileNode is used too simulate wireless nodes in wireless ad hoc networks or
sensor networks on wireless channel. The class MobileNode inherits from the class Node,
however there are no links in MobileNode, the receiving and sending packets are based on

Wireless Channel not links

Figure A.3 illustrates the schematic of a mobile node under the CMU monarch wireless
extension to NS. Note the mobile structure used in the case of DSR protocol is slightly
different.
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Figure A.3: Schematic node extended to implement mobile node

A.5 Extending New Implementation/Coding

Using doxygen or similar software, the ns-2 class hierarchy for 802.15.4 protocol standard
or any other protocol can easily be revealed. A protocol implementation in a ns-2 follows
object oriented approach. Therefore any changes or implementation of code needs to be

done in a structured manner.

The overall documentation for 802.15.4 exist in NS-2 implementation. In this section, the

fundamental of extending the 802.15.4 standard protocol is described as follows:
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e Derive class from mac and/or wirelessPhy
e (Create C++ class, fill the methods

e Define OTcl linkage if any -In order to access private variables you need to export

the C++ variables to OTcl as follows
e Write OTcl code if any
e Save the new *.h and *.cc files in ns-2.34 directory
e Edit the Makefile of ns-2.34 directory to add the object file newagent.o
¢ Execute “make” command

e Build and debug the code

Test using tcl script

The folder containing all modification is added in the ns-2.34 folder, then one needs to
make few more changes such as editing the Makefile by adding new object files inside

OBJ _CC variable before recompiling ns-2.

A.5.1 Linking C++ implementation and OTcl objects

Modification and implementation done in C+4+ are only accessible through Tcl script if
there are bond. To bind our implementation to Tcl interface so that our implementation

can be instantiated from Tcl. To do this we use the class TclClass, for example:

static class p804 15 4new : public TclClass{

public:
p802 15 4new (): TclClass (802.15.4new){}
TclObject* create(int argc, const charxconstx argv){
return (new 802.15.4new)

}class p802 15 4new

//

Although most of the binding is done when a class object is initiated, the other way to
establish link between OTcl and compiled C++ objects is to use binding funstion. The
binding function takes to argunments, the name of the OTcl variable and the address of

the C++ compiled variable.
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e Define the newAgent class in C++

e In C++ class definition:Define a static class, NewAgentClass that inherits the class
“TclClass” that aims to define a new OTcl object of specified name and make a linkage

between this OTcl object and C++ object

e In order to access private variables you need to export the C++ variables to OTcl as

follows
e Save the newagent.h and newagent.cc in ns-2.34 directory
e Edit the Makefile of ns-2.34 directory to add the object file newagent.o
e Execute “make” command

e Run the newagent.tcl script

A.5.2 Debugging and variable tracing

In NS 2 architecture, programming error can be classed into runtime errors and C+-+
compilation errors. Run time errors occur during NS 2 simulation caused by error in OTcl
or/and C++ programming. Compilation errors occur during the compilation process when

“.0” and

C++ header and source files are converted into object files with the extension
when compiler links the created object files to create NS executable file. In the case of the
compilation process, errors may occur if the compiler is unable to understand the C++
codes. The compiler will show error messages on the screen, indicating where and why the
error occurred. Examples of compilation errors include incorrect C+-+ syntax and a use
of undefined variable and/or function. In the case of when compiler links created objects,
error may occur due to improper linkage of C++ files. Example of linking error include
instantiate an object from an abstract class and modifying a base class without creating

object files of the child classes whereby this error usually occurs when dependency in the

Makefile is not properly defined.

A.6 Extracting Information from the Trace Files

Compilation of simulation results refers to the process of collecting information from sim-

ulation and compute performance measures under consideration. There are three main
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approaches to collect simulation results in NS2, include through C++ code, through Tcl

codes and through trace file.

The trace file format defines how the variable details are recorded in a trace file. The

format of the file is defined in a function trace(v) of the class TclObject.

Upon simulating a particular scenario, trace files recording detailed information on events
such as traffic and information about mobile nodes are generated. Awk scripts were then
used in order to analyse or extract relevant information or measure a particular metric from
the trace files. Figure A.4 shows the format of an example trace file (new trace format). In
the trace file each column separated by a space represents some information, for example
here we have a packet sent(s) at time (-t) sec, from source node (Hs) 0 to destination node
(Hd) 1. The source node id (Ni) is 0, the node x, y and z coordinates are specified by
(Nx), (Ny) and (Nz) respectively. The node energy level (Ne) is 19.986414$J$, the trace
level (N1) is RTR (shows the network level). The node event (Nw) is blank. The MAC
level information is given by duration (MA) 0, destination Ethernet address (Md) 0, the
source Ethernet address (Ms) is 0 and Ethernet type (Mt) is 0. Following the MAC level
information is the IP packet level information like packet id (li), source (address.source
port number) given by (Is) and the destination (address.destination port number) is given
by (I1d).

s -t 2.260000000 -Hs 0 -Hd 1 -Ni 0 -Nx 200.00 -Ny 10.00

-Nz 0.00 -Ne 19.986414 -N1 RTR -Nw --- -Ma 0 -Md 0 -Ms 0

-Mt 0 -Is 0.0 -1d 2.0 -It cbr -11 230 -If 1 -Ii 48 -Iv 30 -Pn cbr
-P148 -Pf 0 -Po O

Figure A.4: Trace file output format (new trace format)

A.7 Simulation Visualization

NS comes with animation tool called Network Animator. We used Network animator
(NAM) to visualize mobile node position, direction of movement and speed. NAM is
animation tool that comes with NS 2 for viewing network simulation traces and real world
packet trace data. NAM is designed to read simple animation event commands from a
large trace file. Xgraph, Excel or Gnuplot can be used to plot graphs. Figure A.5 shows a
typical NAM display with a coordinator in the middle of surrounding nodes.
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Figure A.5: NAM
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